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M.L. Pressure Helmet, Type 12P, Mk. 3 & Mk. 4
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LEADING PARTICULARS

Pressure Helmet, Type 12P (size 1 or size 2)

Mark 3 ...  Pt. No. L§2236-123H
Mark 3(C) ... Pt. No. LS2236-450H

R.A.F. Ref. Nos.

Mark 3 (size 1) ... 22C/2145
Mark 3 (size 2) ... 22C/2146

Pressure Helmet, Type 12P (size 1 or size 2)

Mark 4 ...  Pt. No. LS§2236-475H
Mark 4(G) ... Pt. No. LS2236-460E
Mark 4(S) ...  Pt. No. LS2236-400E

N.A.T.O. Ref. Nos.

Mark 4(G) (size 1) 8475-99-1042864
Mark 4(G) (size 2) 8475-99-1042865
Note ... The manufacturer’s Pt. No. refers to both size 1 (small) and size 2

(large) helmets. The correct size of helmet is recommended by
M.L. Aviation Co. Ltd., on receipt of completed Personal Measure-
ment Chart (Appendix 3). As a guide, experience has shown that the
ratio is usually 60% size 1 and 40% size 2.

Note . . . The suffix after the Mark No. i.e., Mk. 3(C) — Mk. 4(G), etc., denotes
modifications to standard, viz; breathing hose connector, requested
by the Air Force concerned. Owing to the number of detail differences
involved, this manual deals only with the basic Mark 3 and Mark 4
helmets and, where necessary, special instructions are enclosed
separately with the helmet.

Weight (approx.) Mark 3 ... 5.5 1b. (2,5 Kg.)
Mark 4 ... 6.6 1b. (3,0 Kg.)
Proof test pressure ... 4.0 P.s.1. (205 mm Hg.)
Breathing outlet valve (compensated) Normalair O.P.5760
Breathing inlet valve Normalair O.P. 16277
Valve heater current consumption ... 8 watt (24 volt D.C.)
Breathing hose (length and construction ... % in. (18 mm) or
variable to Mark) % in. (12 mm) bore
Microphone (impedance variable to Mark) Amplivox 13150
Telephones (impedance variable to Mark) Amplivox 13850
Note . . . Hose and electrical connectors, etc., variable to Mark.
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LEADING PARTICULARS (Continued)

The complete kit consists of the following:

One helmet (Mark as specified)
Spare helmet liner (size 1or 2 — ...
plain or ventilating type, variable to Mark)

Spare pad (% in. thick)

Spare pad (%2 in. thick)

Visor cover .

Lissapol in container

Talc in container .

Flannelette (1 yard of 4 in. x 2 in. )
Manual .
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Pt. No. (as specified)
Pt. No. (to suit above)

Pt.
Pt.
Pt.
Pt.
Pt.

No.
No.
No.
No.
No.

LS2236-294B
1.52236-293B
L.52236-291B
L.52236-289D
1.52236-290D
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SHELL

PRESSURE VISOR

BAROMETRIC VISOR RELEASE

—VISOR RETURN SPRING

VISOR MECHANISM

VISOR OPERATING BAR

BREATHING HOSE
(INLET VALVE)

ANTI-GLARE VISOR

VISOR OPERATING LEVER

MOUTH ACCESS FLAP

MICROPHONE SWITCH
(when fitted)

ELECTRICAL (VENTILATION)
SUPPLIES (fitted R.H. or L.H.)

Fig. 1. Mark 3 Helmet

Scans provided by H F 1982/2005



Scans provided by H F 1982/2005



Scans provided by H F 1982/2005



Scans provided by H F 1982/2005



Scans provided by H F 1982/2005



Scans provided by H F 1982/2005



Scans provided by H F 1982/2005



Scans provided by H F 1982/2005



Scans provided by H F 1982/2005



Scans provided by H F 1982/2005



Scans provided by H F 1982/2005



Scans provided by H F 1982/2005



Scans provided by H F 1982/2005



Scans provided by H F 1982/2005



Scans provided by H F 1982/2005



Scans provided by H F 1982/2005



Scans provided by H F 1982/2005



Scans provided by H F 1982/2005



Scans provided by H F 1982/2005



Scans provided by H F 1982/2005



Scans provided by H F 1982/2005



Scans provided by H F 1982/2005



Scans provided by H F 1982/2005



Scans provided by H F 1982/2005



Scans provided by H F 1982/2005



Scans provided by H F 1982/2005



Scans provided by H F 1982/2005



Scans provided by H F 1982/2005



Scans provided by H F 1982/2005



Scans provided by H F 1982/2005



Scans provided by H F 1982/2005



Scans provided by H F 1982/2005



Scans provided by H F 1982/2005



